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Finishing

Applications

Fin’Color is a multi-purpose PVC 
profi le that provides an aesthetic 
fi nish and a perfect joint between 
panels or between panel and fl oor 
skirting. Available in all colours in 
the range, to be matched with our 
protection panels, it brings a 
subtle decorative touch for a 
harmonious whole. It is suitable for 
low traffi c areas, enhancing all 
types of public buildings.

Description

•  Model: Fin’Color fi nishing and/or 
jointing profi le for 2 mm thick 
panels

• Width (visible part): 20.5 mm
• Length: 3 m
•  Material: antibacterial and Bs2d0 

fi re-rated PVC, solid colour
• Surface fi nish: smooth
•  Fixing : adhesive bonding with 

Gerfl or acrylic glue or Gerfl or 
universal mastic glue

• Colours: 32 standard
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Specifi cation

• Description: finishing and/or jointing profile 
from antibacterial PVC achieving Bs2d0 fire 
rating with solid colour (Fin’Color as 
manufactured by Gerflor) designed to provide 
horizontal or vertical finishing for 2 mm thick 
protection panels (Decochoc, Decoclean, 
Decowood or Decotrend as manufactured by 
Gerflor) or the connection of these panels with 
2 mm flexible floor skirting. 
Its surface is smooth. It is 3 m long, 20.5 mm 
wide for the visible part.
• Environment: no heavy metals are used in its 
formulation, including lead or tin (insignificant 
levels, less than 50 ppm) or any CMR Cat 1 or 2 
substances, nor PBT/PBA. The Calcium-zinc 
thermal stabilisation process is used. The 
emission level of volatile substance in inside 
air has been tested according to ISO 16000-6 
and is very low (A+) according to the French 
regulation (23 March 2011 nr 2011-321 Decree 
and 19 April 2011 Order). 
100 % of the product are recyclable.
• Colours: selected by architects from 
manufacturer’s standard range.
• Installation method: glue as per 
manufacturer’s instructions.

Find out more about technical solutions at the end of the guide.

To fi nd the colours available for each product, please see the summary table for the range at the end of this Guide.
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